
General Features Include:
• Compact standard size for plates up to 6’ x 10’ (1.8 x 3.0m) and 1/2˝ (13mm) thick

• Unitized, fully welded and machined frame provides a very stable cutting platform

• Heavy-duty design for long life in harsh industrial environments

• Digital AC brushless servo drive system

• Dual side drive of bridge

• Lightweight bridge in extruded aluminum (higher travel speed, better control)

• Large spacing between table and beam allows for cutting of higher objects

• Hypertherm® Command THC advanced torch height control is standard

• Two tools on bridge, one plasma torch and one accessory

• Several Hypertherm plasma torch systems available

• Near-laser cut quality with HD3070, HyDefinition® plasma

• Three downdraft zones with easy access

master-kut®

Advanced Kiffer Systems, Inc. combines 75 years of 
machine tool building experience with the latest plasma and 
motion control technologies to bring you the most versatile and 
economical precision plasma cutting system.

from AKS Precision Plasma Cutting Systemsfrom AKS Precision Plasma Cutting Systems



Master your cutting challenges with these advantages:

• Touch screen control with quick and logical access
to the various menu levels

• PC based, high capacity, large memory
• Cut parameter database
• Direct kerf adjustment
• Advanced HOME and GOTO functions
• Graphical presentation of tool path
• Cutting time counter – estimation/up/down
• Full integration and control of optional Automatic 

Gas Console
• Shapes library with row and column nesting

AKS proprietary CNC-Controller 

Table Extensions

Plasma Torch System Optional tools 

SPECIFICATIONS
Description English Metric
Cutting area

- standard 6’ x 10’ 1.8 x 3.0m

- with extension rails 6’ x 12’ 1.8 x 3.6m

- with extension table 6’ x 22’ 1.8 x 6.7m

Max. plate thickness 1/2˝ 13mm

Max. height of object to cut 4˝ 100mm

Max. cutting power 100 amps 100 amps

Rapid traverse speed 1000 ipm 25.4 m/min

Represented by

HyDefinition® is a registered trademark of Hypertherm, Inc.

AKS makes ongoing product improvements that may not be noted on this sheet.

• Hypertherm Arcwriter 
• Scribe/Marker  
• Spot drill.

The precise and smooth motion con-
trol provides an ideal platform for
Hypertherm HyDefinition or other
plasma torch systems

The optional extension rails and extension table 
offer increased working area to suit individual
requirements.

Design & Nesting Software
Several design & nesting options are available
including: advanced true shape, parts-in-parts and
others. This allows you to reduce waste and increase
profitability. Design and nesting programs are 
created on a separate computer with direct network
access from the CNC controller. This gives you the
highest flexibility and productivity.
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