
Affordably Priced,
High Performance, Durable,
Large Capacity Bed Mills with Real Cutting Power
Simply the best



High Torque Spindle Motor 
with Inverter Infinitely Variable
Speed Drive

Full Chip Pan    

Precision, Heavy-Duty
Mills with all the Extras 

Overarm Control 
Panel

AC Inverter Variable
Speed 2 Way Control
on Z Axis Workhead

Hardened and Ground Square Ways on 
Y & Z Axes to Ensure Rigidity, Long Life and
Accurate Positioning.

Low Voltage 
Halogen Worklight

Flexible Z Axis
Way Covers

Hardened & Ground
Table Surface with 
Ground T-Slots

AC Inverter Variable
Speed 4 Way Control
on X and Y Axis for 
Precise Control and
Rapid Positioning

Stainless Steel
Way Covers on 
Y Axis

SUPER Bed Mill Features...
✦ Precision ballscrews on X, Y, and Z axis
✦ Large 4.33" quill diameter on SUP6BVS.
✦ Spindle hardened, precision ground and

fitted with ‘CP4’ ABEC 7 bearings
✦ Counter balanced head assembly
✦ HTD belts on inverter variable speed drives
✦ Emergency stop button
✦ Electromagnetic spindle brake

✦ Full electrical cabinet with lockable main 
✦ Coolant system and pump
✦ Auto lube system with alarm and timer
✦ Separate lube systems for X/Y axis and

Z axis for correct lubrication
✦ CAD designed Meehanite Castings for 

superior rigidity, wear resistance and 
vibration absorption

Extra wide Y axis ways
give rigid and stable
support to the long
saddle even with large
heavy workpieces

Adjoining surfaces
to the X and Y axis 
ways are Turcite B
coated to assure smooth
and durable operation



Affordable Heavy-Duty,
Precision Mills 

Overarm 
Control 
Panel

5 Hp Spindle Motor with Inverter
Infinitely Variable Speed Drive on 

6BVS and manual speed change 
on 4BVS

AC Rapid Drive on Z Axis Workhead

Low Voltage Halogen Worklight

Z Axis Way Covers
Hardened & Ground   
Table Surface with 
Ground T-Slots

Flexible Y Axis Way Covers

Adjoining surfaces to the 
X and Y axis ways are Turcite B
coated to assure smooth
and durable operation

AC Inverter Variable
Speed 2 Way Control
on X Axis on all Models
and an AC Inverter
Variable Speed Control
on the Y Axis on 6 BVS
for Precise Control and
Rapid Positioning

Hardened and Ground Square Ways on 
Y & Z Axis to Ensure Rigidity, Long Life 
and Accurate
Positioning.

Bed Mill Features...
✦ 4.13" quill diameter
✦ Chromed leadscrews and motor shaft
✦ ISO 40 Spindle hardened, precision ground

and fitted with ‘CP4’ ABEC 7 bearings
✦ Counter balanced head assembly
✦ HTD belts on inverter variable speed drives
✦ Emergency stop button
✦ Electromagnetic spindle brake

✦ Full electrical cabinet with lockable main 
✦ Coolant system and pump
✦ Auto lube system with alarm and timer
✦ Separate lube systems for X/Y axes and

Z axis for correct lubrication
✦ CAD designed Meehanite Castings for 

superior rigidity, wear resistance and 
vibration absorption



Specification SUPER 6BVS 6BVS SUPER 4BVS 4BVS
Table Size 60" x 12" 60" x 10" 54" x 10" 54" x 10"
Table Load Capacity 2000 lbs 1800 lbs 1550 lbs 1550 lbs
Number of T-Slots 3 3 3 3
T-Slot Width .625" .625" .625" .625"
T-Slot Center Distance 2.5" 2.5" 2.5" 2.5"
Table Ways (X Axis) Dovetail Dovetail Dovetail Dovetail
Bed and Column Ways (Y & Z Axis) Square Square Square Square

TRAVELS
Longitudinal (X Axis) 41.3" 41.3" 30" 30"
Cross (Y Axis) 20" 20" 17.5" 17.5"
Vertical (Z Axis) 24" 24" 20" 20"
Quill Travel 6" 5.0" 5.0" 5.0"
Head Tilt (Left & Right) 90° 90° 90° 90°
X Axis Feeds (Longitudinal) 1-50 in/min 1-50 in/min .67-31 in/min .67-31 in/min
Y Axis Feeds (Cross) 1-50 in/min 1-50 in/min .67-31 in/min ---
Z Axis Feeds .67-31 in/min --- .67-31 in/min ---

SPINDLE
Drive Motor 5 Hp 5 Hp 5 Hp 5 Hp
Inverter Drive 7.5 Hp 5 Hp 5 Hp ---
Spindle Speed (Infinitely Variable) 55-3650 rpm 55-3650 rpm 70-4300 rpm 70-4300 rpm
Spindle Taper ISO 40 ISO 40 ISO 40 ISO 40
Quill Feed (In/Revolution) .0015/.003/.006 .0015/.003/.006 .0015/.003/.006 .0015/.003/.006
Quill Diameter 4.33" 4.13" 4.13" 4.13"

CONSTRUCTION
A Height                                   Head 99" 99" 90" 90"

Column 85.5" 85.5" 78.2" 78.2"
B Working Depth 70" 70" 59" 59"
C Working Width 93" 93" 71.5" 71.5"
D Y Ways Width 20.3" 20.3" 16.5" 16.5"
E Saddle Length 47.2" 47.2" 26" 26"
F Spindle to Table                   Min. 4.7" 2.6" 3.5" 3.5"

Max. 28.5" 28" 22.8" 22.8"
G Quill Center to Column 19.9" 18.9" 17.3" 17.3"
H Column to Table                   Min. 2.4" 2.4" 3.4" 3.4"

Max. 22" 22" 20.9" 20.9"
I Column to Handwheel 47.2" 47.2" 42.5" 42.5"
Weight 6160 lbs 5720 lbs 4000 lbs 3740 lbs
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Optional Equipment

SUPER Models
✦ Air or Electric Power Draw Bar
✦ Milling Chuck & Collet Sets
✦ Machine Vise 
✦ Clamping Kit Set

Regular Models
✦ AC Inverter Control Drive on Z Axis 
✦ Y Asis inverter drive (4BVS)
✦ X/Y Axis Precision Ballscrews
✦ Air or Electric Power Draw Bar
✦ Milling Chuck & Collet Sets
✦ Machine Vise 
✦ Clamping Kit Set

Clausing Industrial Inc.
1819 North Pitcher Street
Kalamazoo, Michigan 49007-1886

Phone: 616-345-7155  
Fax: 616-345-5945

Web Site: www.clausing-industrial.com


